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WATER LINE COLOR SHALL BE PURPLE O‘ 1 PVC WATER LINE

COMMERCIAL PURPLE COLOR PIPE IS AVAILABLE
OR ENTIRE PIPE SHALL BE PAINTED PURPLE.

NOTE: THIS IS AN EXAMPLE OF A RESIDENTIAL INSTALLATION OF A RPPA. THIS
DETAIL APPLIES TO RESIDENTIAL APPLICATIONS WHERE THE RPPA DEVICE WILL BE
LOCATED AWAY FROM THE RIGHT-OF-WAY/PROPERTY LINE (EXAMPLE SHOWN ABOVED.
THE WATER LINE BETWEEN THE METER AND RPPA WILL BE REQUIRED TO BE PURPLE
IN COLOR., IT IS HIGHLY RECOMMENDED THAT TRACER WIRE OR TRACER TAPE BE
INSTALLED TO ASSIST THE HOMEOWNER IN LOCATING THE WATER LINE FOR REPAIR
OR FOR OTHER YARD PROJECTS THAT COULD DAMAGE THE WATER LINE.

CITY OF SALISBURY, N.C. STANDARD DETAIL DATE: JULY 6, 2007

AMENDED: FEBRUARY 3, 2009

STANDARD DETAIL TO LOCATE RPPA NOT TO SCALE

AT SIDE 0OF HOUSE/BUILDING

STANDARD BF-14




